	CONTEXT SUMMARY TABLE

	Context
	Identifier
	Type
	Description
	Depth
	Interpretation

	20
	Deposit
	Layer
	Loose dark brown humic silt with some subangular to flat fine to coarse siltstone or mudstone gravel.
	5 - 61 cm
	Topsoil
(Modern)

	21
	Deposit
	Layer
	Tarmac.
	< 7 cm
	Road Surface
(Modern)

	22
	Deposit
	Backfill
	Imported crushed stone.
	Not Excavated
	Backfill of Trench
(Modern)

	23
	Cut
	Construction Trench
	Recorded as >0.85m NE-SW (extends beyond excavation area) & >2m NW-SE (extends beyond excavation area).
	Not Excavated
	Trench for Water Mains
(Modern)

	24
	Deposit
	Stone Rubble
	Subangular cobbles and boulders of sandstone or siltstone within a soil matrix of loose dark brown humic silt with some subangular to flat fine to coarse gravel.
	< 65 cm
	Rubble from Building
(Post-Medieval)

	25
	Structure
	Foundation
	Subangular cobbles and boulders of sandstone or siltstone.
	Not Excavated
	Foundations of Building
(Post-Medieval)

	26
	Cut
	Foundation Trench
	Recorded as >4.96m N-S (truncated by modern feature to north & extends beyond excavation area to south) & >1.24m E-W (extends beyond excavation area to west).
	Not Excavated
	Foundations of Building

(Post-Medieval)

	27
	Deposit
	Layer
	Subangular to subrounded medium and coarse siltstone or mudstone gravel.
	8 - 10 cm
	Road Construction
(Undated)

	28
	Deposit
	Layer
	Layer of subangular to subrounded cobbles of sandstone or siltstone within a soil matrix of stiff mid brown silt with some subangular to subrounded fine to coarse siltstone or mudstone gravel.
	27 - 32 cm
	Road Construction

(Undated)

	29
	Deposit
	Layer
	Very stiff mottled light-dark orange to light grey-brown silt with some subangular to flat fine gravel and subrounded medium and coarse gravel. Some subrounded cobbles. Gravel is of siltstone or mudstone.
	> 63 cm
	Geological Deposit

(Mudstones and Siltstones)


